
NEW ORLEANS,   LOUISIANA
CORPS OF ENGINEERS

U. S.  ARMY ENGINEER DISTRICT,  NEW ORLEANS
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HIGHER PROFITS

Safety is a Part
of Your Contract
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FLOOD SIDE

PROTECTED SIDE
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17TH STREET CANAL

CONSTRUCTION R/W

BEGIN EXIST. SHEET PILE W/L STA.7+03.78
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ACCESS SITE

(SEE DWG. NOS.15

& 16 FOR DETAILS)

CONSTRUCTION R/W

END EXIST. SHEET PILE W/L STA.0+00.00

STORAGE AREA

(SEE DETAIL,

THIS SHEET)

END R/W 20’ EAST OF W/L STA.0+00.00

LAKE 

PONTCHARTRAIN

CONSTRUCTION R/W
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USCE MON. 14 226’ WEST OF W/L STA.5+11.80

OR 247’ NORTH OF N.W. CORNER OF HAMMOND HWY.

BRIDGE NORTH ABUTMENT. EL.= 8.77 N.G.V.D.

20’

35’

REQ’D SAFETY FENCE

REQ’D SAFETY FENCE
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NEW ORLEANS,  LOUISIANA
NEW ORLEANS, LOUISIANA

MODJESKI & MASTERS Inc.
ORLEANS LEVEE DISTRICT

BOARD OF LEVEE COMMISSIONERS

PLAN-4

17TH STREET CANAL

CAPPING OF FLOODWALLS

EXCAVATION AND FLOODWALL PROTECTION

EAST SIDE LEVEE IMPROVEMENTS

NOV. 1992

W. B. CONWAY

DESIGN ENGINEER
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R/W VARIES

8’

SEE PLAN

STORAGE AREA FOR EXCAVATION 

MATERIAL - DEPTH OF 6 INCHES

STA.40+13 TO STA.10+86

APPROX. 430 C.Y.) MATERIAL

TO BE REUSED.

MATERIAL EXCAVATED FROM BELOW EL.2.0 IS TO BE HAULED IN

ACCORDANCE WITH C2C-4.9.

STA.40+13 TO HAMMOND HIGHWAY

SCALE 1" = 10’-0"

STORAGE ON LEVEE NOT SHOWN ON PLAN FOR CLARITY.

PLAN

ACCESS AND STORAGE DETAILS

SCALE 1" = 100’-0"

20’ 2’+/-

25’ CONSTR. R/W

50’ CONSTRUCTION R/W

STA.3+00 TO STA.1+08+/-

4
’

HAMMOND HWY.

TO STA.3+00

10’-0"

2H:1
V

2H:1V

STORAGE AREA STA.2+80 TO

STA.1+30 (APPROX. 250 C.Y.)

MATERIAL TO BE REUSED.

CONTRACTOR TO PROVIDE

DRAINAGE THROUGH MATERIAL

AT STA.2+05

HAMMOND HWY. TO STA.1+00.

STORAGE AREA FOR

RIP-RAP DURING 

CAP CONSTRUCTION.

RETAINING WALL 27’+/- EAST OF SHEET PILE FROM STA.7+04

TO STA.3+35 NOT SHOWN FOR CLARITY.

EXCAVATED MATERIAL IN EXCESS OF STORAGE IN THIS REACH 

TO BE HAULED IN ACCORDANCE WITH SECTION C2C OF THE

SPECIFICATIONS AND STORED FOR REUSE IN ACCORDANCE

WITH THE SPECIAL CLAUSE "OFFSITE STORAGE".

HAMMOND HWY. TO STA.0+00

SCALE 1" = 10’-0"

ACCESS AND STORAGE DETAILS

CONSTRUCTION R/W

CONSTRUCTION R/W

 40208X05.DGNCADD FILE:

FLOW

93-B-0025
MODJESKI & MASTERS Inc. 5 16DWG.      OF

A DC

HIGH LEVEL PLAN

W/L 8+49

END EXIST. SHEET PILE , W/L STA. 8+48.45

1200

L EXIST. & NEW FLOODWALL

P.I. W/L STA.21+27.62

END CONCRETE CAP W/L STA.9+25.80

REQ’D SAFETY FENCE WITH EROSION CONTROL

(PROTECTED SIDE ONLY, SEE SECTION BELOW)

BEGIN CONCRETE CAP W/L STA.7+00.00

REQ’D SAFETY FENCE WITH EROSI0N CONTROL

(PROTECTED SIDE ONLY, SEE SECTION BELOW)

P.I. W/L STA.0+72.69

END CONCRETE CAP W/L STA.0+37.73

(PROTECTED SIDE ONLY, SEE SECTION BELOW)

REQ’D SAFETY FENCE WITH

EROSION CONTROL

LEGEND

SHEET PILE TO BE CAPPED

SHEET PILE LEFT UNCAPPED

CONSTRUCTION R/W

UTILITY

CONSTR. R/W AND SAFETY FENCE

CONSTR. R/W,  SAFETY FENCE, EROSION CONTROL

EXISTING  SHEET PILE

DEGRADE PROTECTED SIDE OF LEVEE 

TO THE ALLOWABLE STRUCTURAL EXCAVATION 

LIMITS (2’-4’’) , TO ALLOW FOR ACCESS ROAD,

EROSION CONTROL BALES

SAFETY FENCE

EXISTING  SHEET PILE

EROSION 

CONTROL

BALESSAFETY

FENCE

FENCE

SAFETY

EROSION 
CONTROL
BALES

ACCESS NOT SHOWN ON PLAN FOR CLARITY

Time-11:08:16 

Date-Apr.  5, 1993

APR 1993

0

SCALE: 1’’ = 100’
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SCALE: 1’’ = 10’

10’ 10’ 20’ 30’ 40’
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